
14 PRBBFLTCN BOLT BAG FLOAT - WAD
4 MS380300F BOLT 3/8 - 16  X 3 SS Full Thread
4 B38LOCNUT NUT 3/8 - 16 NYLOC BRASS
4 50000800 FENDER WASHER - GALVANIZED
8 S380WASHR  WASHER FLAT 3/8 SS

Parts List

QTY PART NUMBER DESCRIPTION

FLOATING WAD - 
FLOAT CONNECTOR BOLT BAG

Bolt 3/8 x 3 Full Thread

Washer Flat 3/8

Float Connector Angle

Float

Fender Washer - Glavanized

Washer Flat 3/8

Nut 3/8 Nyloc Brass

Assembly Instructions:
STEP 1  Lay the correct number of floats out on a level surface(two floats for a 4 x 8 Frame, four floats 
for a 4 x 16 Frame).  Space the Floats to approximatley match the spacing of the Float Connector 
Angles.   
 
STEP 2  Attach each Float to the Floating WAD Frame using the welded on Float Connector Angles - 
as shown.  Secure in four places on each Float with one Bolt 3/8 x 3 Full Thread, two Washer Flat 3/8 
one Fender Washer - Galvanized and one Nut 3/8 Nyloc Brass - as shown.
 
Repeat this proccess for every float in your dock system and then refer to the Connection Bolt Bags for
layout assembly.
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